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RPE Univer sal

This userso6 manual provi
about advanced features, such as macros and
Favorites Lists. For information about how to
set up our RD, refer to
that was shipped with yo

T he

The RD provides a Ur
Control with almost no limits. You

control an unlimited number of

devices and set up any number of
Activities.

Ren

When you setup an Activity Remote
such as the AWatch 1
shown here, you can put all the

controls you need in one place.

The Activity Remote

RDB Accessory
Model NK100

Watch Cable TV
Name the Activity during

Information icon setup
Tap this icon for help on )
setting up and u Edit Button
Press to edit buttons and
All Off Macro i layout .

All Off

Press to turn power off for
all devices assigned to this
activity.

Start Macro Button
Press to turn power on for all
devices assigned to this
activity. You edit to can add

A

Scroll Area

Scroll up and down to view
more buttons on the current
Activity. Scroll left and right
to view other Activity
Remotes.

|

Activities

steps to the macro to switch
AV inputs and outputs.

Audio Bar
Volume and Mute buttons
are always on screen

Tab Bar

Press buttonsto  access:

e Rooms for setup
e Deuvic es for Device Remotes
e Activities for Activity
Remotes
e Favorites for Favorites 6 L
e  Settings for global settings
and information



The IPad User Interface View

The iPad screen size provides a more accessible and rich display. All remotes and favorites lists
are selectable for viewing on a single screen. The setup from the Rooms tab and Settings tab are
the same as for the iPhone or iPod touch.

Watch TV

Activities My Favorites

Watch DVD

Play Wii

Listen To Radio

Favorites

Movie Channels

Sports

Devices

Comcast Cable PVR

Denon Audio Receiver

JVC TV

Denon DVD

Velodyne Sub Woofer
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The RDP User I nterface Components
You accessthev ari ous functions of the RDBP by touching the i

Activit ies T iWat chi ng TVO0O or fAWatching a DVD MoviYeudapghee e X
Activities tab to display the Activity Remotes that you have set up.

Devices 1 The IR controlled equipment within a Room , such asa TV or DVD player . You tell the

RD the brand and type of each Devi ce isryoudnsdtingupam RO o0 m,
Device Remote for each Device in the Room. You display the Device Remotes for the selected

Room by tapping the Devices tab.

Favorites T Favorites Lists provide instant selection of a specific channel of programming for TV
or Radio Stations. You can have any number of Favorites Lists associated with each activity.

You might have a TV~ channel list for sports, one for movie channels, and one for news. The
Favorites Tab displays the Favorites Lists for the current Activity.

Remotes 1 Onthe iPad Device Remotes , and Activity Remotes  and Favorites appear on one
screen selected by the Rem  otes tab.

Discrete Codes T These are special I R codes that allow funct
of fo instead of Atoggle power on/offd or one button i
menu. These codes allow easy setup of Macros . The manual section on Macros has more

information about how these codes work.

Information Views T Hel p text screens are displayed throughou
(i) to display information about setting up or editing the functionality of your remote. Tap on the
() in Rooms for information on how to get started wit
IR Code Database T The RDP Accessory provides the I R Codes fo
device remote controls. The database also contains many IR Codes called Discrete Codes for

your devices that typically are not included in the original remote controls.

Learning - Learning allows a universal remote to copy IR codes from the original remote. The
RDP can |l earn butt ons anoextensianl tb the IR Gode Database.s

Macros 1 Macros are simple sequences of button presses that you can set up to automate

functions in a universal remote. Traditionally, you use macros to switch  power on and off to

multiple devices, and to automatically switch inputs and outputs for vide o0 and sound. Th
supports those macros and any other button sequence you wish to program.

Rooms 1 Rooms define where you are using the RD. Ro o ms
house, the office, or anywhere you want to control devices. The Rooms tab selects the Room you

are in and want to use. Use Rooms to set up the Devices, Activities and Favorites within a

Room.

Settings -Use the Settings Tab to control gl obal functi on
the Accessory and Application.
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SetUpY our RD Uni versal Remot e

Set up your RD by -$ceénltipsand mgructiohse Use the Quick Start Guide to for
detailed instructions on setting up your remote s. This manual describes how to use the advanced
features to give you the most value f romyour RD.

1. Create a Room
2. Set up the Device Remotes for the devices in the Room
a. Enter Brand, Device type, IR Code and Name for each device
b. Edit each Device Remote layout and functions as desired
i. Delete unused buttons
i. Addand Learn buttons from the original remote if needed
iii. Position buttons , edit buttons names, and change skin color
3. Setup Activit y Remotes for each entertainment activity
a. Name Activity and select the devices used
b. Select the device function s desired for the Activity
c. Editthe A ctivity Remote layout and function
i. Add more functions from Device Remotes if needed
ii. Create and edit macros to automate multiple button presses
iii. Position buttons, edit buttons names, and change skin color
4. Create Favorites Lists
a. Name the Favorites List and se  lect the Activity that it controls
b. Add channels, Select network logos, and channel names

TIP: Touchthe (i) for help throughout the screens for setup and use details

See the Quick Start Guide for more detailed set up instructions.

The RD Accessory c o-indaabaseof IR codes thdt support most popular devices.
See for the current list of supported
Brands and types.

| f the brand name of your device isnot | i st ed, check
for your device. I f you cannot -UNLIS@EDamf aarl tyea unratdee vniaca
and use the automated search to searchfora code that works for your device

Use the Test Remote button to test more buttons on your new TV remote. Some devices work
with more than one code, so this temporary remote display allows you to try more codes and
see t he button differences. You can edit the button layout later.

Note: If you have returned to test additional IR codes while editing a device previously
setup, you can try other codes without risk of losing your original setup. Just return to the
original IR code by pressing (cancel).

See to learn the buttons from your old remote if you cannot find a
working code.
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View and Edit a Device Setup
You can view and edit a device you have previously setup by returning to the Devices list in your
Room. Follow these steps  to view or edit a Device Setup:

Select the Room you are in and Tap the (>) to display the Room contents.
Tap the (>) on Devices to display your Devices List.

Tap the (>) on any device to display its settings.

Tap the Name row to change the device name.

powbd e

You may edit the device settings by selecting Brand, Type or IR Code.

CAUTION! Any change you make to these device settings will erase the previously created
Device Remote and all customization

Some devices cannot respond quickly enough to a series of IR codes se
channel s. This setting is rarely used, but may be r e
Channels to work properly. If your device does not change channels correctly in Favorites,

adjust the Inter -Key Delay to slow the transmission rate to the device. A setting of 100ms to

200ms is usually sufficient. This setting also applies to commands sent to this device in a Macro.

Changing this setting does not affect any previous customization of the De vice Remote.

Tip: Complete and confirm your Devices setup prior to setting up Activities.

Device Remote
As you view and test the buttons on each Device Remote, you will notice that there are buttons

that dond6ét appear on your or i gdfortawbdprimeaymeators. This occur

e Device IR Codes support multiple model numbers, and the remote functons vary from model
tomode. So there may be some buttons on the RD device
your device that are not on the original remote. S imilarly, there will likely be buttons on the

RD that do not work on your device.

e Universal Remotes make use of discrete codes that provide functions like Pwr On and Pwr

Off in addition to On/Off as shown on the top screen. Discrete input or output switc hing may
also be provided as shown in the bottom screen. These discrete codes allow easier macro
setup. You may also find that there is abuttononyour ol d remote that iisndt o

Remote. You can add that button with the learn function.

Customi ze your Device Remote

After creating Device Remotes, you may want make modifications. The most important use of a
Device Remote is to provide the button functions you need to create Activities . You will rarely
use the Device Remotes for direct control so the button layout may be less important, but it is

fully customizable.  Tap (Edit) on the Device Remote Screen to begin customization.
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You can modify the button image, label name, and title (text displayed on a blank button) to
customize your remote. You can also choose to turn the label display on or off for each button.

Tap (Edit) to enter edit mode . Double tap the button you wish to modify, a select Modify Button.

Select Name and type the label you want to appear beneath the button.

Select Image and choose a button image from the list. Choose a blank button image if you want

to add a custom text Title to the button. Scroll through the images to select one appropriate for
the button funct  ion. Button images are organized within groups of function types: Audio, Blank,
Channel, Colors, Control, 10, Menu, PIP, Power and Transport. The alphabet selector helps you

find button images quickly.

Select Title and enter the letters , numbers, or symbols you want on the button. You can select
the title color as well.

Select whether you want to display the button label on the remote.

Deleting unused buttons make s the Device Remote less clutte  red.
Follow these steps to delete a button:

1. Tap (Edit) to enter edit mode. Double tap the button to delete to display the edit selection
action sheet .

2. Tap (Delete Button) and the button is removed from the Device Remote. You can also delete
a blank row or row of buttons by selecting (Delete Row).

Tip: Test all of the buttons on each Device Remote that you have created to verify their

function prior to setting up Activities. You can delete any buttons that do not control
your specific device or use learn to teach the button to control your device function

Follow these steps to add a button:

1. Tap (Edit) to enter edit mode. Double tap an empty space where you want to add a new
button to display the edit selection action sheet .

2. Tap Add Button to enter a label name for your new button.
3. Press (Next) to continue defining the button you created.
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4. Tap the Image to display the full list of possible button images. Scroll through the images to
select one appropriate for the button fun ction. Button images are organized within groups of
function types: Audio, Blank, Channel, Colors, Control, 10, Menu, PIP, Power and Transport.
The alphabet selector helps you find button images quickly.

5. Tap Title to add a title to a Blank button image.
6. Select Label ON/OFF to choose the label display status on the remote.

7. Press (Done) to copy the image and return to the button definition choices screen.

You can customize the positions of the buttons on your remote screen by m oving buttons to
different locations. You can also add blank rows.

Follow these steps to move a button:

1. Be sure the remote is in edit mode. You can tell
the (Done) button in the upper right. The Tab Bar is dis abled during edit operations.

2. Tap and hold the button, then slide it to its new location. If you slide a button to another
occupied button location, the buttons will be swapped.

Delete an empty row by double tapping the row and selecting Delete Row in the Alert.

You can tap any location on a row and add an additional row. For a more balanced appearance
for rows of fewer than four buttons, you can set the button on half -grid locations.

Tip: To view remotes as full screen, double tap on any space or between buttons on a
Device or Activity Remote. Double tap again, or use the shake gesture to return to the
normal display view.

You can change the color of the skin or background of each remote. Select a backgroun d image
in settings to personalize the background of all of
change the color of each remote to allow easy differentiation between remotes during use.

Follow these steps to change the skin color of a remote:

1. Tap (Edit) to enter edit mode, then double tap a blank area on the remote face to access the
edit selections.

2. Tap (Change Skin) to bring up the color adjustment tool. Tap anywhere on the color grid to
select a color, or enter RGB values with the sliders or by tapping the value box and entering a
number. Use the Transparency setting to adjust how much of the background you want
visible through the skin color.
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Button folders are a space saving user interface feature in Device and Activity Rem otes. Use
folders to collect groups of buttons into a single folder icon to save display space. For example,

create a folder that holds your 10 numbered channel buttons so you can display them only when

you need to use them. You can create as many folders as you want in any remote. It is easy to
use folders to eliminate the need to scroll vertically on the remote. Also, Open folders always

display at the top of the remote view, so the button locations are easily remembered.

Add a fo Ider by entering Edit mode for the remote.

Select the remote and tap Edit.

Double tap an empty space in the display where you want to locate the folder.

Select add folder and enter a folder name.

Select a folder icon color, add a title and set the label d isplay status, then press done and
return to the remote view.

b

Populate the folder as follows.

1. Drag buttons into the folder by holding a button and sliding it over the folder icon. This
moves the button from the main remote display to the folder.

2. Alternati vely, you can copy a button from the remote and paste it into the folder. This
creates a copy of the button in the folder and leaves the button in the main remote for
use there as well.

a. Double tap the button and select Copy Button.
b. Double tap the folder an  d select Paste Button.

Editing folders is the same as editing the main remote view. To edit a folder open the folder in
the remote view and tap Edit. The edit operations are now available for the Folder contents.

1. Hold and drag butto  ns to change their display position.
2. Double tap a button to edit the button. Selections are:
a. Learn Buttons (Device Remote only)
Modify Button to change its Label and Icon or Macro for an Activity button
Delete Button
Copy Button
Paste Button (overwrites the selected button)
Add Row
g. Delete Row
3. Double tap an empty space to add or delete a button or row, or change the skin for the
open folder display.

~®ao00

Folders can be deleted from the display just like buttons. Deleting a folder t hat contains buttons
will also delete the buttons.
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Select Unload Folder to unload the buttons in a folder to put them back onto the main remote

view. This is useful for removing a folder you have setup. Loading and unloading folders is a

handy way to reloc  ate groups of buttons on the main remote display. Also, since you can copy a

folder from a Device Remote to an Activity Remote, you can use a folder to copy groups of

buttons to an Activity. The buttons will work in the Activity in the folder, or you can u nload the
folder if you want the buttons in the main Activity Remote display.

The screen images below show the use of Folders to organize a Watch TV Activity Remote.

Tapping a folder opens it. Tap another folder to replace the one being displayed. Close a folder
by tapping the folder icon of the open folder or tapping the folder icon in the upper left of the

Activity remote display.

Watch TV

> ~

SE— A—. A—
EXIT GUIDE MENU

Cancel Settings
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The Learn ing Function

The learning function copies the IR signal from your old remote into abutton on Yobhuse RD.
Learn toadd the IR signaltoa button on the R Bremote for your device that was not included in
the database

If you need to add a new remote, create a device remote of a similar type to act as a template.

If you are learning a full remote, select any br and, or choose -UNLISTED -, and select the type
that has the general button functions you need. You can then learn your device buttons over of
the buttons provided, or learn new buttons you create. You can obtain the full button layout for

any device type b yunpluggingthe R Paccessory when you set up the device remote.

Use the Device Remote editing features to add, delete and move buttons to design the remote
layout to your preferences. You may wish to mimic the button layout on the original remote to
help organize learning.

Tap ALearn But t odiaog todisplay theeLeaenddreen. The screen will invert to allow

you to position the RD as s howemoteeligpmentf isimpogaatdoy | ear ni
effective learning. The IR diodes need to | ine up properly, and it is important to note any angle

bet ween the diodes. The RD diode is tilted downward
approximately as shown below: NOTE: The angle of the LED allows for comfortable positioning

and better iPho ne screen visibility during use of the remote

@ el ]
Original
Align LEDs e
. Remote . .
1in.{2.5¢cm) ~1 - inch separation
40e
Maintain Angle
Between Remotes
Learning is generally quick and easy if you strictly  follow the following procedure.
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The R BLED and the transmitting LED must be separated by no more than 2 to 5 cm for the Rb
to properly receive the IR signal.

The R BLED and the transmitting LED must be directly facing each other. This is critical due to
the close spacing. Maintain the angle between remotes shown above. A 1 cm alig nment error
can cause learn to fail or capture the code incorrectly.

Tap the Devices tab

Tap the Edit button

Double tap a button (or an empty space)

Tap the Learn Buttons option (screen image inverts to enable the buttons on the R band

original remote to be viewed easily)

Tap the button to be learned on the R B(button will wiggle)

Tap Learn Button onthe R B(bottom of screen)

Align the R band the original remote (see diagram above)

Press and hold the button to be learned on the original r emote 2 to 3 seconds after the

|l earning spinner on the RDP buttons starts.

9. The Learn Complete dialog wil/l pop up al most inst

10. Optionally, point the RDBP at the target device and
was successful. You can skip this after you have confirmed the alignment is working.

11. Repeat steps 5 through 9 for each button to be learned.

powbd e

© No O

Sometimes the learned  code may not work even though the Learn function completes without an
error. If this happens, be sure to verify the alignment of the IR diodes and try again. Adjust the
positions to find the best alignment for the remote you are learning.

ltmaytake s ome experimentation to find the transmitting
plastic shield. The best way to do this is to try a few alignments to learn a button until the Learn
Complete dialog appears  and the Test Button works

Once alignmentand  spacing is correct, learning should progress quickly.

I f the Learn Complete dialog doesndét pop up within 2
learned on the original remote, check alignment and relearn the button.

Weak batteries in the original remo te can also cause learning to be erratic or fa il.
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The Activity Remote
Activities provide your primary
interface for using and
customizing your
Remote.

Setting up an Activity for each
type of entertainment allows you
to turn on the right devices, set
the correct inputs and have the
perfect controls at your fing er
tips.

For complete instructions on how
to create an activity, see the

Quick Start Guide or follow the
instructon son t he RD.

The three screens to the right
show the Watch TV Activity
Remote. This remote contains
the buttons most commonly used
for wa tching TV.

The Start and All Off buttons are
special macros that control power
to the devices in the Activity.

In the next section , you will learn

how to customize your Activity
Remote.
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Start Macro: Power On
for all of the devices in
the Activity

All Off Macro: Power Off
for all of the devices in
the Activity

Transport Buttons:
From the cable box to
control record and
playback.

Menu Buttons: From
the cable box to control
record and playback.

Audio Bar: Volume and
Mute buttons from the
TV.

Channel Buttons: From
the cable box for direct
channel entry.

iPod = 11:02 AM o &=

Watch TV

v
Activities

iPod = 11:03 AM o &=

Watch TV
() A

L
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